RAKE ZEE TRIM——

[TR-21] "

1/4-14 x 7/8 LONG-LIFE
TEK1 SDS SEALER [FS—OG]\
@ 12" 0.C.

7/8" DOUBLE BEAD BUTYL
TAPE SEALANT [SL-04] \

RAKE TRIM——————
[TR-20]

FIELD INSTALLED —— |

F.L.P INSULATION

(NOT BY GSP)

[ RL—Ccs—R-001 |

1/4-14 x 7/8 LONG-LIFE
TEK1 SDS SEALER [FS-06]
@ 8" 0.C.

7/8" DOUBLE BEAD BUTYL
TAPE SEALANT [SL-04]

RIDGELINE PANEL

nDn

1/4-14 x__ DP3 CONCEALOR— |

[FS-05-_] @ 24" 0.C.

VAPOR BARRIER/

(NOT BY GSP)

1/4-14 x 7/8 LONG-LIFE
TEK1 SDS SEALER [FS-06]
@ 8" 0.C.

7/8”" DOUBLE BEAD BUTYL
TAPE SEALANT [SL-04]

NON—-SKINNING CAULK [SL-01] ——
PIGTAIL LOCATION 5

NOTE:

RAKE ANGLE
(NOT BY GSP)

NON-SKINNING BUTYL
SEALANT [SL-01]

NOTE: INTERIOR VAPOR SEAL MAY
BE REQUIRED IN COOLERS
PROJECT DESIGNER RESPONSIBLE
FOR SPECIFYING REQUIREMENTS

'."-'-\INSULATED

WALL PANEL

\PURLIN

(NOT BY GSP)

1. "D" = ROOF PANEL THICKNESS (AVAILABLE THICKNESS = 2.5, 3, 4, 5 OR 6)
2. DIMENSIONS SHOW ARE FOR 4" THICK ROOF PANEL. ADJUST DIMENSION PROPORTIONALLY FOR

OTHER ROOF PANELS THICKNESS.

3. F.LP. INSULATION MATERIAL AND APPLICATION IS SPECIFIED BY THE PROJECT DESIGNER.

RAKE AT

WALL PANEL

\/\7 ij/z
jt) f\/{\; APPLICATION: COLD STORAGE SSR
~

NOTES:

/\,\5 SCALE: NTS
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