EXTERIOR RIDGE/HIP

TRIM [TR-22]

7/8" DOUBLE BEAD BUTYL

TAPE SEALANT [SL-04]

RIDGELINE PANEL CLIP

*SPACING AND NUMBER OF FASTENERS

PER ENGINEERING DESIGN

RIDGELINE PANEL

NON—SKINNING CAULK [SL—O1]—‘
PIGTAIL LOCATION

1/4-14 X 2-1/4 SDS__/
SHOULDER TEK3 [FS—22]
(MIN. 2 PER CLIP)

PURLIN
(NOT BY GSFN\

o

NOTE:

INTERIOR RIDGE TRIM
[TR-23]

6" (MIN)
18" (MAX)

1/8"8 X 1/2" STAINLESS STEEL
POP RIVET [FS-11] @ 21" O.C.

| RL—RD-—001

FIELD INSTALLED
INSULATION
(NOT BY GSP)

1/4-14 x 7/8 LONG-LIFE
TEK1 SDS SEALER [FS-06]

¢ RIDGE
@ EVERY LOW MESA (9) PER PANEL

1/4-14 x 7/8 LONG-LIFE
TEK1 SDS SEALER [FS-06]
@ 6" 0.C. OUTSIDE CLOSURE

ZEE TRIM [TR-21]
FILL ALL GAPS WITH URETHANE
SEALANT [SL-02]

SEALANT [SL-01]

\/

1. "D" = ROOF PANEL THICKNESS (AVAILABLE THICKNESS = 2.5, 3, 4, 5, OR 6)

2. DIMENSIONS SHOW ARE FOR 3" THICK ROOF PANEL. ADJUST DIMENSION PROPORTIONALLY FOR
OTHER ROOF PANELS THICKNESS.

3. FILLER INSULATION MATERIAL AND APPLICATION IS SPECIFIED BY THE PROJECT DESIGNER.
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APPLICATION: ROOF NOTES:
SCALE: NTS REVISION: 3 DATE: 6-3-16
DRAWN: JC DATE: 10-20-13

CHECK:

DATE:

INSULATED PANEL TECHNOLOGIES
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NON-SKINNING BUTYL




