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INSULROCK WALL PANEL

2x2 ANGLE
[ST-01]

12-14 x 1 TEK2 SDS SEALER
[FS-08] @ 12" 0.C.

SILICONE SEALANT

1/4-14 x__ DP3 CONCEALOR
[SL-07]

[FS-05-_] @ 24”
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1/4-14 x 7/8 TEK 1
SDS SEALER [FS-07]  “\ghi

@ 8" 0.C. -"E“\ R
5
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OUTSIDE CORNER/ \—VAPOR BARRIER INSULROCK WALL PANEL

TRM [TR-04—__ (NOT BY GSP)

SILICONE SEALANT
[SL-07]

NOTE: FIELD CUT STARTING PANEL
AND ENDING PANEL AS REQUIRED
AT CORNER TRANSITION.

* THE DETAIL SHOWN IS SUBJECT TO CHANGE WITHOUT NOTICE. PLEASE REFERENCE WWW.GREENSPANPROFILES.COM FOR THE MOST CURRENT DATA **

EXTERIOR CORNER

APPLICATION: FIRE RATED NOTES:
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INSULATED PANEL TECHNOLOGIES 21200 FM362, WALLER, TEXAS 77484 | 281-807-7400 | WWW.GREENSPANPROFILES.COM

SCALE: NTS REVISION: DATE:




