LOW PROFILE SCREW
AT 12° 0.C.
(NOT BY GSP)

EAVE FLASHING
(NOT BY GSP)

VAPOR BARRIER (NOT BY GSP)——
SEAL TO FACE OF PANEL

METAL CLEAT (NOT BY GSP)——

LOW PROFILE SCREW
AT 12” 0.C.
(NOT BY GSP)

3" BUTYL TAPE
SEALANT [SL-03]

CLP [AC-01]

CLIP FASTENER
(ADDITIONAL FASTENER

WILL BE REQUIRED

BASED ON NEGATIVE

WIND LOADS) -
INSULATED WALL PANEL

WARM SIDE

NON-SKINNING CAULK [SL—01] o I
PIGTAIL LOCATION 7
REF. LT-AD-001 "
WALL PANEL 5

LT—E—001

SEALANT TAPE
(NOT BY GSP)

PANEL CAP (NOT BY GSP)

BUTYL SEALANT
[SL-01]

ROOF, MEMBRANE WITH
SEALANT & METHOD OF
INSTALLATION

NOT BY GSP
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FIELD INSTALLED
EXPANDING FOAM
(NOT BY GSP)

COLD SIDE

CONT. SUPPORT ANGLE
(BY OTHERS)
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GREEN SPAN
PROFILES®

EAVE DETAIL
APPLICATION: FREEZER / COOLER NOTES:
SCALE: NTS REVISION: 2 DATE: 4-8-16
DRAWN: DG DATE: 11-19-12
CHECK: DATE:

INSULATED PANEL TECHNOLOGIES

21200 FM362, WALLER, TEXAS 77484

281-807-7400

WWW.GREENSPANPROFILES.COM




