INSULATED
WALL PANEL

1/2" BUTYL TAPE
SEALANT [SL-03] \

LT—IC—-001

WARM SIDE

1/2" BUTYL TAPE
SEALANT [SL-03]

INSIDE CORNER TRIM
[TR-03]

VAPOR BARRIER
(NOT BY GSP)

1/4-14 x 7/8" TEK 1
SDS SEALER [FS-07]
@ 8" 0C.

FIELD INSTALLED

(FIELD cUT)

EXPANDING FOAM
(NOT BY GSP) /
THERMAL BREAK S
OUTSIDE CORNER TRIM /

INSULATED

D
\ WALL PANEL
1/8"¢ X 1/2" STAINLESS STEEL

[TR=04-08] POP RIVET [FS-11] AT 60" O.C.
~— INSULATION
1/4-14 X __ DP3 SDS COLD SIDE IF REQUIRED
CONCEALOR [FD-5-_] ~— STRUCTURAL FRAMING
@ 24" 0.C. (NOT BY GSP)
(PRE—DRILL IF NECESSARY)
: ' NOTE: FIELD CUT START PANEL AND
ENDING PANEL AS REQUIRED AT
CORNER TRANSITION. USE OF
RECIPROCATING SAW IS PROHIBITED )
% EXTERIOR INSIDE CORNER
’
Q APPLICATION: LOW TEMPERATURE NOTES:
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