INSULATED
METAL PANEL

1/2" DOUBLE-BEAD
SEALANT [SL-03]

1/4-14 X %" TEK 1
SDS SEALER [FS-07]
@ 8" 0C.

f
FIELD APPLIED/

EXPANDING FOAM
(NOT BY GSP)

THERMAL BREAK

LT-0C—-001

1/4-14X__ DP3 SDS
PANCAKE CONCEALOR
[FS-05-__] @ 24" 0.C.
(MAY REQUIRE PRE-DRILLING)

COLD SIDE

STRUCTURAL FRAMING
(NOT BY GSP)

INSULATION BLOCK
IF REQUIRED
(NOT BY GSP)

(FIELD cuT)

OUTSIDE CORNER
TRIM [TR-04-08]

VAPOR BARRIER
(NOT BY GSP)

INSULATED
WALL PANEL

WARM SIDE

NOTE: FIELD CUT START PANEL AND
ENDING PANEL AS REQUIRED AT
CORNER TRANSITION. USE OF

RECIPROCATING SAW IS PROHIBITED )

N
35

3
GREEN SPAN
PROFILES®

INSULATED PANEL TECHNOLOGIES

EXTERIOR CORNER

APPLICATION: FREEZER OR COOLER NOTES:

SCALE: NTS REVISION: 2 DATE: 4-7-16

DRAWN: DG DATE: 8-30-12

CHECK: DATE:
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