PARAPET CAP [TR-17__]

18 GA. PANEL CAP INSTALL
IMMEDIATELY TO PROTECT
AGAINST WEATHER (NOT BY GSP)

LT-PW—-002

1/2” BUTYL TAPE SEALANT
[SL-03]

LOW PROFILE FASTENER
[BY OTHERS]

1/2" BUTYL TAPE SEALANT
[SL-03]

1/8" X 1/2" STAINLESS
STEEL POP RIVET [FS-11]
@ 12" 0.C.

CONTINUOUS CLEAT
[TR-30]

2'-0" MAX.

INSULATED WALL PANEL

WALL PANEL CLIP
[BAC-12]

VAPOR BARRIER (NOT BY GSP)
SEAL TO FACE OF PANEL

1/4-14 X 7/8" TEK 1 SDS
SEALER [FS-07] @ 8" 0.C.

1/2" BUTYL TAPE SEALANT
[SL-03]

ROOF SUBSTRATE
(NOT BY GSP)

CONTINUOUS 5/8" CDX
PLYWOOD BACKER ATTACHED TO

PANEL @ 12" 0.C (BY OTHERS)

THERMAL BREAK
[FIELD CUT]

MIN (2) FASTENER (TYPE
PER ENGINEERING DESIGN)

STRUCTURAL ANGLE
[NOT BY GSP]
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EXPANDING FOAM
(NOT BY GSP)
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GREEN SPAN
PROFILES®

INSULATED PANEL TECHNOLOGIES

PARAPET WALL

APPLICATION: FREEZER OR COOLER

NOTES:

SCALE: NTS REVISION: 0 DATE: 7/30/19

DRAWN: DG DATE: 11-19-12

CHECK: DATE:
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**ALL INFORMATION IS SUBJECT TO CHANGE WITHOUT NOTICE. PLEASE VISIT OUR WEBSITE FOR UP-TO-DATE INFORMATION**




