OUTSIDE FACE OF
INSULATED WALL PANEL

FILL JOINT WITH
SEALANT
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\
POURABLE CAULK \
[SL-06] \
J%” BUTYL TAP

SEALANT [SL-03]

1/4-14 X " TEK1 SDS
SEALER [FS-07] @ 8" 0.C.

FIELD INSTALLED EXPANDING FOAM
(NOT BY GSP)

VAPOR BARRIER !
(NOT BY GSP) :

FLASHING [TR-29]

(ADDITIONAL FASTENER MAY BE REQUIRED

BUTYL SEALANT

STACK JOINT

BASED ON NEGATIVE WIND LOADS)

J5" BUTYL TAPE
SEALANT [SL-03]
CLIP FASTENER

WALL PANEL CLIP [AC-01]

INSULATED

WALL PANEL

LT—SJ—-001

%" BUTYL TAPE
SEALANT [SL-03]

o NON-SKINNING CAULK [SL-01]

PIGTAIL LOCATION
REF. LT-AD-001

14GA. 3X3 GALV. ANGLE
[ST-10]

12-14 X 1 TEK2 SDS
@ 12" 0.C. [FS-08]

STRUCTURAL SUPPORT
= (NO BY GSP)

URETHANE FOAM (SPACER)
(NOT BY GSP)

NON-SKINNING CAULK [SL-01]
PIGTAIL LOCATION
REF. LT-AD-001

NOTE:
MARRY BUTYL CAULK WITH SEALANT TAPE

33%??
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GREEN SPAN
PROFILES®

INSULATED PANEL TECHNOLOGIES

STACK JOINT DETAIL

APPLICATION: FREEZER OR COOLER

NOTES:

SCALE: NTS
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