INSULATED
WALL PANEL

WARM_SIDE

NON—SKINNING CAULK [SL—01]
PIGTAIL LOCATION
REF. LT-AD-001

POURABLE SEALANT
[SL-06]

12-14 X 1" TEK2 SDS
SEALER [FS-08] @ 12" 0.C.
(PRE-DRILL BASE ANGLE)

BASE TRIM
[TR-14]

VARIES X 2 X 14CA.
BASE CHANNEL [ST-0_]

NON-SKINNNING BUTYL.
CAULK [SL—01]

%" BUTYL TAPE
SEALANT [SL—04]

%X 2" DRVE PINS
@ 12" 0.C. [F5-13]

12-14 X 1" TEK2 SDS
SEALER [FS-08] @ 12" O.C.
(PRE-DRILL BASE ANGLE)

LT—EB—GO1

SEALANT
(NOT BY GSP)

SUP SHEET
f (NOT BY GSP)

COLD SIDE

FLOOR INSULATION

—

(NOT BY GSP)

THERMAL BREAK
(FIELD cUT)

VAPOR BARRIER
(NOT BY GSP)
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GREEN SPAN
PROFILES®

INSULATED PANEL TECHNOLOGIES

EXTERIOR WALL BASE
APPLICATION: FREEZER OR COOLER NOTES:
SCALE: NTS REVISION: 2 DATE: 4-8-16
DRAWN: DG DATE: 11-18-12
CHECK: DATE:
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